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1^ (54) Tltie: METHOD. DEVICE AND SYSTEM FOR THE EXCHANGE OF DATA VIA A BUS SYSTEM 

^= (54) Bezeichnung: VERFAHREN, VORRICHTUNG UND SYSTEM ZUM AUSTAUSCH VON DATEN UBER EIN BUSSYS- 
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(57) Abstract: The invention relates to a method for the exchange of data 
contained in messages between at least two users who are connected to each 
other by means of a bus system. The messages containing the data are trans- 
mitted by the user via the bus system and a first user temporally controls the 
messages in such a manner that said first user repeatedly transmits a refer- 
ence message which contains time information of the first user, at at least 
one prcdeterminable time interval and via the bus system. The time interval 
is subdivided into time slots having a length that can be predetermined as 
a base cycle and are transmitted in the time slots of the message. The in- 
vention is characterised in that a pause moment having a variable duration 
is provided at the end of at least one base cycle during the exchange of data, 
the variable duration thereby enabling a temporal alteration of the beginning 
of the base cycle to be corrected by adapting the duration of the pause mo- 
ment 
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(57) Zusammenfassung: Verfahren zum Austausch von Daten in 
Nachrichten zwischen wenigstens zwei Teilnehmem, welche mittels 
eines Bussystems verbunden sind, wobei die, die Daten enthaltenden 
Nachrichten durch die Teilnehmer tiber das Bussystem ubertragen werden 

und die Nachrichten durch einen ersten Teilnehmer zeitlich derart gesteuert 
werden, dass der erste Teilnehmer wiederholt eine Referenznachricht, welche eine Zeitinformation des ersten Teilnehmers enthalt, 
in wenigstens einem vorgebbaren, zeidichen Abstand tiber das Bussystem ubertrHgt, wobei der zeitliche Abstand als Basiszyklus in 
Zeitfenster vorgebbarer LMnge unterteilt wird und in den Zeitfenstem die Nachrichten ubertragen werden, dadurch gekennzeichnet, 
dass bei dem Austausch von Daten am Ende wenigstens eines Basiszyklus eine Pausenzeit von veranderbarer Dauer vorgesehen ist, 
durch welche eine zeitliche Anderung des Beginns des Basiszyklus duich Anpassung der Dauer der Pausenzeit korrigiert wird. 
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— mit intemationalem Recherchenbericht 

— vor Ablauf der fiir Anderungen der Anspriiche geltenden 
Frist; Veroffentlichung wird wiederholt, falls Anderungen 
eintreffen 
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